
Pino floor
Series of outdoor light fittings, metal 
structure electrostatically painted in 
dark grey, white polyethylene diffuser, 
UV resistant. 

FLOOR LAMP • LAMPADAR
Code Finishing Power Socket Input 

voltage
Input 
frequency

9979   Dark Grey 1 x max. 42W E27 230V 50Hz

FLOOR LAMP • LAMPADAR
Code Finishing Power Socket Input 

voltage
Input 
frequency

9978   Dark Grey 1 x max. 23W E27 230V 50Hz
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1 x max. 42W, E27

Serie de corpuri de iluminat pentru exterior, 
structură din metal vopsită în câmp electrostatic 
gri închis, dispersor din polietilenă albă rezistentă 
la raze UV.

Serie di lampade per esterni, struttura in metallo 
verniciato a polveri grigio scuro, diffusore in 
polietilene bianco, resistente ai raggi UV.

Серия светильников для наружного освещения, 
металлическая конструкция, окрашенная 
в электростатическом поле темно-серого 
цвета, рассеиватель из белого полиэтилена, 
устойчивый к ультрафиолетовому излучению.

Kültéri lámpatest sorozat, elektrosztatikusan 
sötétszürkére festett fémszerkezet, fehér 
polietilén diffúzor, UV álló. 

Серия външни осветителни тела, метална 
конструкция, боядисана в тъмно сиво 
електростатично поле, бял полиетиленов 
дифузьор, устойчив на UV лъчи.

Séria vonkajších svietidiel, kovová konštrukcia 
elektrostaticky lakovaná v tmavosivej farbe, biely 
polyetylénový difúzor, odolné voči UV žiareniu.

see also pino portable
at page 52
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FLOOR LAMP • LAMPADAR
Code Finishing Power Socket Input 

voltage
Input 
frequency

9979   Dark Grey 1 x max. 42W E27 230V 50Hz

FLOOR LAMP • LAMPADAR
Code Finishing Power Socket Input 

voltage
Input 
frequency

9978   Dark Grey 1 x max. 23W E27 230V 50Hz

Pino floor 55




